
 

KD 390  
 
SILICONE-BASED WATER 
REPELLENT READY 

PRODUCT 
Ready-to-use waterproofing and desalinating
penetrating sealant containing silicone resins for 
the waterproofing of absorbent vertical surfaces 
 
 
 
CHARACTERISTICS  
Liquid product made up of silicone resins in water 
dispersion with high penetration capacity, durability 
and weather resistance. 
 
 
 
 
APPLICATION FIELD 
Waterproof colorless surface protection of walls and 
structures exposed to the pouring of rainwater, 
weather and smog. It eliminates the superficial
efflorescences presented on the "exposed" masonry
and and limits the crystalline deposits of the 
hygroscopic salts presented in masonry subject to 
the capillary rising damp phenomenon. 
 
 
 
SUBSTRATES 
Concrete, blocks, stone, bricks, tuff, plasters, 
mineral coatings and materials for absorbent 
construction. 
 

CONSUMPTION 
Concrete: 100 - 200 g/sqm                      
Cement-based plasters: 200 - 300 g/sqm              
Compact natural stone:100 - 200 g/sqm       
Porous natural stone (tuff):300 - 500 g/sqm     
 
 
 
 
 PACKAGING 
 25 Kg jerrycans on pallet of 675 Kg; 
 5 Kg jerrycans on pallet of 600 Kg.  
 
 
 
 
STORAGE 
It can be stored 12 months in a dry place in its 
original packaging. 
 
 
 
 
ITEM SPECIFICATIONS 
The superficial waterproof and the desalinating
protection of absorbent vertical surfaces, must be 
made with special water repellent silicon based 
product, such as KD 390 by Edilcol Italia, applied by 
brush or roller at the rate of 100-500 g/sqm. 
 



 

PREPARATION of the substrate 
 Before of the application of the hydrophobic silicon,

thoroughly clean the surface to be treated removing 
dust, grease, oil, paint, salt efflorescence, moss, 
etc. 

 In case of cleaned surfaces, thoroughly brush with a 
stiff brush and remove dust with compressed air. 

 Before applying the KD 390 make sure that the 
media is completely dry. 
 

APPLICATION of the product 
 Stir briefly before of using it. 
 Apply the product with a roller, a brush or, in case 

of large surfaces, spraying. 
 Continue to apply the product in more crossed 

coats, wet on wet, in a continuous manner until the 
complete saturation of the support. 

 Do not paint after applying the Hydrophobic 
impregnating. 

 For use as a desalinizing agent, apply the product in 
two or more consecutive and continuous layers 
before applying the plaster fresh on fresh and in 
any case no later than 30 minutes after application. 

 

RECOMMENDATIONS 
Do not add water or other substances to KD 390. Do 
not apply on non-absorbent surfaces, damp substrates 
or substrates subject to moisture rising. 
The effectiveness and durability of the water repellent 
treatment depends on the product penetration depth. 
Avoid outdoor application in very hot, ventilated or 
moisted days (U.R.>85%), on frozen surfaces, during 
the thaw or with risk of frost for the 24 hours following 
the application and at temperatures lower than +5 °C 
or higher than +35 °C. 
Protect from frost during the storage. 
Use gloves during the application and eye protection. 
The tools can be cleaned with water after use. 
 
 
 
 
Although the details contained in this product report correspond to the 
best of our current experience, all the above information must be 
confirmed after  practical applications. Anyone who intends to use the 
product must ensure beforehand that it is suitable for the envisaged 
application: in every case, the user alone is fully responsible for any 
consequences deriving from the use of product. The values given in the 
technical data derived from tests conducted in laboratory , in a 
controlled environment, so they may be greatly modified by the 
conditions of installation. 
 
 

Composition:  colorless liquid 

Particle size:  silicone resins in water dispersion 

Bulk density:  ≈ 0,90 g/cmc  

Application temperature:  + 5°C / + 35°C  

Surface drying time  < 2 Hours (at 20°C and H.R. 50%) 

Waiting time for complete water-repellent effect:  ≥ 7 days 

Waiting time for the application of plaster:  < 30 minutes 

Storage:  12 months in its original packaging, protected 
from freezing during the storage. 

    

Water absorption by capillarity W24 [Kg/(m2
*h

0,5)]                                      (EN 1062-3) 

  Treated substrates Untreated substrates 
Facing brick 
Absorbent stone (tuff) 
Plaster 

 
0,042       
0,074       
0,048       

16,68  
7,92    
11,04  

      

Hazard classification:  see technical data sheets 

Contribution of smoking:  none 
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